PACKAGE FOR SIGN DETAIL.
REFER TO DIRECTIONAL SIGNAGE

PROVIDING DEDICATED LANE FOR LEFT-TURNING TRAFFIC.

EXISTING TRAFFIC ISLAND TO BE BUILT-OUT TO SUIT NEW CIRCULATORY ALIGNMENT.

EXISTING LAMP COLUMN TO BE RELOCATED TO BACK OF FOOTWAY.

EXISTING FOOTWAY TO BE BUILT-OUT, PROVIDING IMPROVED VISIBILITY AND INCREASING SHARED FOOTWAY WIDTH.

EXISTING ISLAND TO BE CUT BACK, TO ENABLE WIDENING OF SOUTHERN FOOTWAY.

PROPOSED PARALLEL ZEBRA CROSSING, PROVIDING PEDESTRIAN AND CYCLE CROSSING FACILITIES.

EXISTING HOOD FITTINGS TO BE RELOCATED TO ALLOW ADJUSTMENT OF INTERNAL HOOD LEGIBILITY.

EXISTING TREE ALREADY REMOVED ON-SITE.

EXISTING VERGE TO BE REMOVED, PROVIDING GREATER SHARED-USE FOOTPATH WIDTH. EXISTING TREE ALREADY REMOVED ON-SITE.

PROPOSED INCREASED SHARED-USE FOOTWAY WIDTH.

EXISTING PLANTING/ HEDGE TO BE REPLACED WITH LOW TOWN C'NTR A4 SL'GH.

LEVEL PLANTING, TO PREVENT VISIBILITY OBSTRUCTION.

LEVEL PLANTING, TO PREVENT VISIBILITY OBSTRUCTION.

THAT HASLAM

STAFFERTON WAY

SLOW

40mm rolled asphalt surface course with 14/20 pre-coated chippings. PSV 68+.

20mm medium graded surface 0/6 nominal size

20mm medium graded surface 0/6 nominal size

20mm medium graded surface 0/6 nominal size

PROPOSED CHANNEL KERB

PROPOSED HB2/BN KERB

PROPOSED TREIF KERB

Height no greater than 1050mm above carriageway.

Height no greater than 260mm above carriageway.

EXISTING PLANTING/ HEDGE TO BE REPLACED.

PROPOSED PEDESTRIAN FOOTWAY

PROPOSED SHARED-USE FOOTWAY

PROPOSED ISLAND HARD-STANDING

Buff high friction surface treatment, type and specification to be confirmed.

PROPOSED RED TACTILE BLISTER PAVING

PROPOSED BROWN TACTILE BLISTER PAVING

PROPOSED KEEP-LEFT TRAFFIC BOLLARD

PROPOSED NEW ROAD GULLY

PROPOSED NEW DOUBLE POST SIGN

PROPOSED RELOCATED DOUBLE POST SIGN

PROPOSED RELOCATED SINGLE POST SIGN

PROPOSED BELISHA BEACON

PROPOSED CHANNEL KERB

PROPOSED HB2/BN KERB

PROPOSED TREIF KERB

Height no greater than 1050mm above carriageway.

Existing hedge/planters replaced. Height no greater than 260mm above carriageway.

Existing hedge/planters replaced. Height no greater than 260mm above carriageway.

Items shown in red to be removed.

Proposed planting, drainage and lighting design to be reviewed at detailed design.

Refer to directional signage package for details of review.

2019

Contains Ordnance Survey data © Crown copyright and database right (2019)